Because of the increasing demand for day care centers, The Korean government has enforced childcare accreditation. The government has created the evaluation certification system for child care facilities. But the system includes variable items, and the physical rules are not sufficient for ensuring security and quality amenities. So this study, through literature search, examined the rules of Child Care Centers in the U.S. and compared them with those in Korea focusing on the provision of security and amenities. The standards found in 4 U.S. states were investigated, and the results are as follows. The rule pertaining to the size of indoor activity spaces in C.C.C. allows the spaces to be smaller in Korea than in the U.S. There is no specific criterion for infants and toddlers in our standard. When comparing the standards of Korea with those of the United States, Korea's standards do not state specific rules about child care facilities such as indoor furniture, finishes and space planning.
directly to the outside at grade, remote from each other, and occupied rooms within the center shall be located between means of egress, unless a first floor, self-contained, occupied room has an approved exit direct to the outside at grade with a maximum travel distance of 50 feet from the most remote point in the room to the exit. -For infants and young toddlers, travel distance to an exit shall be 50 feet or less. For older toddlers to school-age, the travel shall be 100 feet or less. In any building used as a center, if more than 1 room is occupied by children, then an approved fire alarm shall be established. This system may be either electrical or manual. In centers of more than 4 child-occupied rooms, excluding bathrooms, or in centers licensed for more than 60 children, an approved fire alarm system shall be installed. -single station smoke detectors covering all use areas, a carbon monoxide detector on all levels -install multipurpose fire extinguishers in or adjacent to the kitchen or cooking area and in or adjacent to the door of, the heating plant room 
